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Abstract
The anisotropic rock mass rating classification system, ARMR, has been developed in conjunction with the Modified Hoek-Brown 
failure to deal with varying shear strength with respect to the orientation and degree of anisotropy within an anisotropic rock mass. 
Conventionally, ubiquitous-joint or directional shear strength models have assumed a general rock mass strength, typically estimated 
using the Hoek-Brown failure criterion, and applied a directional weakness in a given orientation depending on the anisotropic nature 
of the rock mass. Shear strength of the directional weakness is typically estimated using the Barton-Bandis failure criterion, or on 
occasion, the Mohr-Coulomb failure criteria. Directional shear strength models such as these often formed the basis of continuum 
models for slopes and underground excavations in anisotropic rock masses. This paper compares ARMR and the Modified Hoek-
Brown failure criterion to the conventional directional shear strength models using a case study from Western Australia.
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1 Introduction
Directional shear strength models allow the application of 
different shear strengths to different slip surface orienta-
tions in numerical analyses. They can be applied in such a 
way so as to ubiquitously represent weaker bedding planes 
and foliations upon which shearing is expected to prefer-
entially occur relative to the remainder of the rock mass. 
In order to apply such models, it is necessary to deter-
mine the shear strength of intact rock or rock mass shear 
strength, the shear strength of the anisotropy plane and 
define the 'transition' from intact rock or rock mass shear 
strength to anisotropy plane shear strength [1, 2].
Linear approximations of non-linear shear strength 
envelopes derived from Hoek et al. [3] or Barton and Bandis 
[4, 5] failure criteria can be used to predict the behavior of 
rock masses and bedding in numerical analyses.
An alternative approach is to determine the strength of 
anisotropic rock masses for different orientations of the 
anisotropy plane by using the anisotropic rock mass rat-
ing system, ARMR [6], in conjunction with the Modified 
Hoek-Brown failure criterion [7]. Using this method, both 
the shear strength of the intact rock and rock mass strength 
(in terms of Hoek – Brown or Mohr Coulomb criteria) can 
be determined for any orientation of the anisotropy plane, 
while the least strength of the anisotropic rock mass occurs 
when the orientation of the anisotropy plane is such that 
failure takes place along the anisotropy plane, usually at an 
angle between 30 to 45°.
In the present paper a comparison between these two 
approaches is performed using a strongly anisotropic 
rock mass from an open pit mine in the Pilbara region of 
Western Australia.
2 Anisotropic rock mass rating (ARMR)
The behavior of anisotropic rock masses is generally dic-
tated by two key aspects – inherent strength anisotropy 
and structure anisotropy [8].
Inherent strength anisotropy within the intact rock due to 
the variation of uniaxial compressive strength (UCS) with 
respect to the direction of loading relative to the plane of 
anisotropy (measured in degrees, β). The anisotropy of intact 
rock can be characterized by the strength anisotropy index 
(Rc) which was defined by Saroglou and Tsiambaos [7] as:
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where k
β=90° is the value of the parameter kβ when the load-
ing direction is perpendicular to the anisotropy plane, 
equal to unity. Typically, k
β=30° is the value at the orienta-
tion of minimal strength (k
βmin°), although this can range 
from β = 30–45°. 
Structure anisotropy originates from the intensity of 
anisotropic structure (e.g. foliation, bedding etc.) and the 
quality or condition of the anisotropy surfaces.
Saroglou et al. [6] developed the anisotropic rock mass 
rating (ARMR) based on the rock mass rating (RMR) 
system by Bieniawski [9], which is the summation of the 
following classification parameter ratings (Table 1):
A. Strength anisotropy index, Rc based on Eq. (1).
B. Uniaxial compressive strength of intact rock, σc, 
in which the loading direction is applied perpendic-
ular to the anisotropy planes. When laboratory tests 
are not available, field estimates and point load tests 
are possible.
C. Degree of structure anisotropy (spacing of anisotropy 
planes). Scale effects have an influence on the degree 
of structure anisotropy; so an appropriate scale must 
be used. For example, when planning a tunnel exca-
vation of say 1 to 10 m diameter, an appropriate scale 
for characterizing the degree of structure anisotropy 
would be in the order of 5 to 10 m.
D. Corrected rock quality designation (RQDc) whereby the 
principal anisotropy plane is omitted from calculations. 
This reduces the direction-dependence of RQD that 
can arise from poor sampling with 'higher values' 
when drilled parallel to anisotropy planes or 'lower 
values' when drilled perpendicular to anisotropy [10].
E. Condition of anisotropy surfaces based on RMR89 [9] 
considering discontinuity length, aperture, rough-
ness, infilling and weathering.
Table 1 Anisotropic rock mass rating (ARMR); classification parameters
Rc, Strength 
anisotropy index
≤ 1.1
(Isotropic)
1.1–2.0
(Low)
2.0–3.0
(Moderate)
3.0–5.0
(High)
≥ 5.0
(Very High)
ARMR: Rc Rating 20 17 13 8 3
Uniaxial compressive strength of intact rock (MPa) >250 100–150 50–100 25–50 5–25 1–5 < 1
Point load strength, Is50 (MPa) >10 4–10 2–4 1–2 UCS required for low strength material.
ARMR: Strength Rating 15 12 7 4 2 1 0
Spacing of anisotropic structure > 1200 mm 600–1200 mm 200–600 mm 40–200 mm < 40 mm
ARMR: Spacing Rating 20 15 10 8 5
Corrected rock quality 
designation (RQDc, %)
90–100 75–90 50–75 25–50 < 25
ARMR: RQDc Rating 15 10 7 4 2
Condition of anisotropy surfaces.
Very rough 
surfaces, not 
continuous, 
no separation, 
unweathered.
Rough surfaces, 
separation < 1 mm, 
slightly weathered.
Slightly rough 
surfaces, separation 
< 1 mm, highly 
weathered.
Slickensided surfaces 
or gouge filled 
< 5 mm thick or 
separation 1–5 mm, 
continuous.
Soft gouge, > 
5 mm thick or 
separation > 5 mm, 
continuous.
ARMR: Anisotropy Surface 
Rating 15 10 7 4 0
Groundwater Completely Dry Damp Wet Dripping Flowing
ARMR: Groundwater Rating 15 10 7 4 0
Adjustment of total rating based 
on confining stress range
Low in-situ stress σ1/σc < 0.15 No change in rating
Intermediate in-situ stress 0.15 ≤ σ1/σc ≤ 0.4
Move one cell towards the left in 
Rc Rating (+5, +4 or +3)
High in-situ stress σ1/σc > 0.4
Move two cells towards the left in 
Rc Rating
ARMR Rating 81–100 61–80 41–60 21–40 < 20
Class Number I II III IV V
Description Massive or isotropic Slightly anisotropic rock mass
Moderately anisotropic 
rock mass
Highly anisotropic rock 
mass
Very highly anisotropic 
to sheared rock mass
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F. Groundwater conditions since they influence the 
mechanical response of rock masses.
G. Confining stress range adjustments are made to the 
final rating to effectively reduce the influence of 
anisotropy as in-situ stresses increase.
3 The modified Hoek-Brown failure criterion
The Hoek-Brown failure criterion is widely used to esti-
mate the strength of isotropic rock masses [3]. The Modified 
Hoek-Brown failure criterion for anisotropic rock [6] is 
used to estimate the strength of anisotropic rock at different 
orientations. The modified criterion has been linked with 
ARMR to derive a criterion for anisotropic rock masses that 
takes into account:
1. The orientation of anisotropy within the rock mass rel-
ative to the direction of loading through parameter k
β
.
2. The degree of structure anisotropy (spacing of ani- 
sotropy planes) through the ARMR classification.
The total ARMR value is effectively used as a replace-
ment of the GSI (geological strength index) [11, 12] in the 
Modified Hoek-Brown failure criterion as described in 
Eq. (2)–(5).
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where σ1 = major principal stress at failure.
 σ3 = minor principal stress at failure.
 σ
ci,β
 = uniaxial compressive strength of intact rock
 at orientation of anisotropy, β.
 σb,an = reduced value of mi parameter for anisotropic
 rock mass, shown in Eq. (3).
 san and a are constants related to the orientation of
 anisotropy shown in Eq. (3) and Eq. (4),
 respectively.
 mi = dimensionless Hoek-Brown material constant
 for intact rock.
 D = disturbance factor [3].
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The strength of the anisotropic rock mass, σcm,an is given 
by Eq. (6).
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4 Case study: Weathered shale in an iron ore mine
Australia is host to many anisotropic rocks and rock 
masses. Strong banded iron interbedded with weak shales 
in the Pilbara region of Western Australia are a typical 
example of anisotropic rock masses found in the iron 
ore mining industry [1]. Fig. 1 displays photographs of 
smooth, undulating bedding (anisotropy) in a moderately 
to highly weathered Mount McRae Shale from an iron ore 
mine in Western Australia.
The strength anisotropy index, Rc, for weathered shales 
is approximately 4 as illustrated in Fig. 2. The lowest aver-
age strength, approximately 6 MPa is achieved when β is 
between 35° and 45°.
Typically, anisotropy plane spacing is in the order 
of 150 mm, although with cross-jointing, the average 
Fig. 1 A: Undulating smooth bedding planes in moderately to highly 
weathered Mount McRae Shale with limited cross-jointing; B: Example 
of weathered (white-pink) and fresh (black) Mount McRae Shale in an 
open cast mine
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uncorrected RQD is about 30 %. Once correct to remove 
anisotropy from the RQD, it ranges from 90–100 %. 
Anisotropy plane surface conditions are smooth and 
undulating, highly weathered and with < 1 mm of silty to 
clayey infilling. Barton-Bandis shear strength parameters 
[4, 5] have been estimated for the shale bedding planes 
with a mean JRCn of 1.5, JCSn of 13 MPa and residual fric-
tion angle 27° from drill core logging direct shear tests.
Weathered shale usually occurs above the groundwa-
ter table and exposures are dry. Slope heights, including 
overburden above the shale range between 100 and 300 
meters. Table 2 presents a summary of ARMR estimation 
for weathered Mount McRae Shale for this case study.
No direct relationship between ARMR and GSI has 
been established. For comparative purposes in this case 
study, GSI typically ranged between 50 and 60. The con-
stant mi for the shale, based on laboratory testing and lit-
erature, is considered equal to 7.
5 Shear strength
The shear strength of the rock mass was estimated using both 
the original Hoek-Brown criterion for rock mass and Barton-
Bandis criterion for bedding planes as well as the Modified 
Hoek-Brown for the anisotropic rock mass at different orien-
tations of loading relative to the bedding planes. Fig. 3 shows 
the non-linear shear strength envelopes of the rock mass, 
using Hoek-Brown criterion and of bedding using Barton-
Bandis criterion, for normal stress up to 1.5 MPa. The shear 
strength envelopes of the anisotropic rock mass, derived 
using the Modified Hoek-Brown criterion and ARMR, have 
been plotted for the same stress range. The envelopes refer to 
the following orientations of anisotropy planes: 
a) β = 90° (maximum strength envelope), 
b) β = 40° (minimum strength envelope when failure 
occurs almost along bedding planes), and 
c) β = 7.5 and 75°.
The Barton-Bandis strength envelope of the bedding 
planes is slightly lower than the minimum strength envelope 
of the rock mass, derived using the Modified Hoek-Brown 
criterion. This is anticipated, as the second one predicts the 
strength of the rock mass when failure will occur primarily 
Fig. 2 Inherent anisotropy from unconfined compressive strength 
(UCS) testing in moderately to highly weathered shales from the 
Pilbara region of Western Australia
Table 2 ARMR for Weathered Mount McRae Shale Case Study
Rc Rating 17
Strength Rating 4
Spacing Rating 8
RQDc Rating 15
Anisotropy Surface Rating 7
Groundwater Rating 15
Stress Adjustments 0
ARMR Rating 66
Fig. 3 Comparison of failure envelopes of rock mass using Hoek-Brown 
and Modified Hoek-Brown criteria with ARMR, and bedding shear 
strength from Barton-Bandis
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along the bedding planes and also through failure of rock 
mass bridges when the orientation of bedding is β = 40°.
Fig. 4 illustrates a directional shear strength model 
with bedding dipping at +40° calculated both with the 
conventional Hoek-Brown and Barton-Bandis approaches 
and the ARMR and modified Hoek-Brown approach. 
The anisotropic linear model transition parameters were 
A = 10° and B = 30°. 
Considering the above, it may be concluded that rock 
mass shear strength is underestimated in directions sub-per-
pendicular to the bedding by the conventional Hoek-Brown 
shear strength model. This is true for the range of normal 
stresses considered (0.3 MPa, 0.5 MPa, and 0.7 MPa).
6 Stability analysis
Limit equilibrium analysis using both the conventional 
directional shear strength model and the Modified Hoek-
Brown failure criterion have been undertaken for the 
examined case study.
As shown in Fig. 5, a 120 m high slope comprising 
Mt McRae Shale (yellow color) with favorably oriented 
bedding, overlain by far heavier, Dales Gorge Member 
(banded iron formation – green color) was assessed.
Directional shear strength models were incorporated in 
order to allow the application of different shear strengths 
to different slip surface orientations to simulate anisotro-
pic behavior.
Fig. 4 Anisotropic linear directional shear strength model comparison; 
Top: Modified Hoek-Brown and ARMR approach; Bottom: 
Conventional Hoek-Brown (isotropic) approach using Barton-Bandis 
for bedding shear strength (Transition Parameters: A = 10°; B = 30°)
Fig. 5 Stability analysis; Top: Results from conventional Hoek-Brown 
(isotropic) approach using Barton-Bandis for bedding shear strength – 
relatively shallow failure mechanism with FoS > 1.2; Bottom: Results 
from modified Hoek-Brown and ARMR approach – deeper seated 
failure mechanism with FoS > 1.7
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The modeling results were different with the conven-
tional Hoek-Brown (isotropic) approach using Barton-
Bandis for bedding shear strength attaining a much lower 
factor of safety (FoS) of approximately 1.2 compared to 
the Modified Hoek-Brown and ARMR approach, which 
attained a FoS > 1.7.
The different factors of safety were accompanied by dif-
ferent failure mechanisms as shown in Fig. 5. Of course, it 
should be mentioned that the examined slope is generally 
stable due to the favorable orientation of the bedding, thus 
the FoS in both cases are relatively high.
7 Conclusions
Based on the results of the present study, it was evident 
that the strength of anisotropic rock masses for differ-
ent orientations of the anisotropy plane can be effectively 
determined by using the anisotropic rock mass rating 
system ARMR in conjunction with the Modified Hoek-
Brown failure criterion.
The maximum strength of the anisotropic rock mass 
determined with the modified criterion was higher than 
that determined by the isotropic Hoek-Brown criterion 
while the minimum strength of the anisotropic rock mass, 
applicable when failure occurs primarily along the bed-
ding planes, is slightly higher than that derived by the 
Barton-Bandis criterion. Overall, it is expected that the 
conventional directional shear strength modeling meth-
ods are likely less realistic compared to the proposed 
approach, using the anisotropic rock mass rating system, 
ARMR, and the Modified Hoek-Brown failure criterion. 
A distinct advantage of ARMR and the Modified Hoek-
Brown criterion is that both the 'transition' from intact 
rock or rock mass shear strength to anisotropy plane shear 
strength and directionally-dependent shear strengths can 
be logically derived.
The factor of safety obtained from subsequent stabil-
ity analyses is expected to be lower when using the con-
ventional directional shear strength modeling method. 
However, it should be mentioned, that these findings 
should be further verified with more case studies.
Notwithstanding the present findings, it remains evi-
dent that for discontinuity-controlled sliding, the use of 
the Modified Hoek-Brown and ARMR approach is not 
applicable, as it considers the rock mass in a given orienta-
tion rather than a specific, discrete feature. In such cases, 
the Barton-Bandis failure criterion should be used.
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